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	WALL SLEEVES  (  INNERLYNX®
(Modular Mechanical Seal) 



Download the Tab and Type Data Sheet 

When completed, forward the Data Sheet or your RFQ directly to jules@pipelinepsc.com 
	Contact
	     
	Company
	     
	RFQ
	     

	Phone
	     
	E-mail
	     


	
	QTY
	
	Inner Pipe O.D.
	
	Outer Pipe I.D.
	[image: image1.jpg]




	
	     
	
	      in
	
	      in
	

	
	     
	
	      in
	
	      in
	

	
	Note:  Use the Innerlynx® Calculator to determine Quantity & IL Model #.
	

	
	
	

	
	
	

	
	Model #
	
	Wall Thickness
	
	Wall Sleeve or Core Drill
	

	
	IL      
	
	      in
	
	      in
	

	
	IL      
	
	      in
	
	      in
	


	Model
	Application
	Temperature Range

	 FORMCHECKBOX 
  C (EPDM Black)
	Standard, cathodic protection
	-40 to +250 F

	 FORMCHECKBOX 
  O (Nitrile Green)
	Hydrocarbon, oils, hydraulic fluids, chemicals 
	-40 to +210 F

	 FORMCHECKBOX 
  T (Silicone Grey)
	Temperature extremes
	-67 to +400 F

	 FORMCHECKBOX 
  L (EPDM Blue)
	Thin wall
	-40 to +250 F

	 FORMCHECKBOX 
  UL (Silicone Red)
	Fire resistance
	UL approved 3 hr. fire rating


	
	Optional – Pressure

 Plate Material
	
	Hardware
	
	Wall Sleeve
	
	Nominal Pipe Size
	
	Sleeve I.D.

	
	 FORMCHECKBOX 
  304 Stainless Steel
	
	 FORMCHECKBOX 
  Carbon
	
	 FORMCHECKBOX 
  Plastic
	
	
	
	

	
	 FORMCHECKBOX 
  316 Stainless Steel
	
	 FORMCHECKBOX 
  Stainless Steel
	
	 FORMCHECKBOX 
  Steel
	
	      in
	
	      in

	
	
	
	
	
	 FORMCHECKBOX 
  Gal-Vo-Plast
	
	
	
	


	Comments:
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